									
REVISED 4-14-2025
OLYMPIC PENINSULA ANTIQUE TRACTOR AND ENGINE ASSOCIATION
		GARDEN TRACTOR PULLING RULES
	CLASSES FOR GARDEN TRACTORS
YOUTH (AGES 7-15)		ADULT STOCK		MODIFIED
 LESS THAN 500 LBS.		700 TO 1000 LBS.	ANY WEIGHT UP TO 1500 LBS.
501 TO 750 LBS.		1001 TO 1250 LBS.
751  1000 LBS.		1250 TO 1500 LBS.
1. Absolutely no consumption of alcoholic beverages until after your last pull of the day. Anyone found to have consumed any alcoholic beverage before their pull will be disqualified and not allowed to pull. Your pulling fees will not be refunded.
2.   When a driver registers and pays his/her hook fee, they certify they have read and understand and agree to the rules  for pulling.
3. The decision of the track officials are final and must be accepted in a sportsmanship-like manner
4. A family membership qualifies one of the family members for one first free hook fee. All subsequent hooks by members of the same family  will be charged the $15.00  fee for garden tractor entries
5. Persons caught to be cheating will be disqualified from  the pull
6. Drivers must register and attend a drivers meeting held within a half hour of the start of the contest. 
7. Driver must remain seated during the entire pull. No bouncing in the seat is allowed.   
8. All garden tractors are subject to safety and rule compliance inspections by members of the track officials. Their ruling is final.
9. Two tractors must be ready to pull at all times, with one on the track and one ready to back to the sled. A pulling order will be announced so all drivers will have sufficient time to get ready.
10.  All pulls start with a tight chain. No jerking of the chain allowed.
11.  Drivers must keep the tractor and sled within the boundaries; if any part of the tractor or sled touches the marked line, the driver will be disqualified.
12. The standard track will be 200 feet long and 25 feet wide.
13. Youth operators of all tractors must be approved by the track officials. Minimum age is 7 years old. The operator must be able to prove they can safely operate the tractor by themselves.
14. A parent or guardian may walk beside the tractor during the pull for a new driver with the permission of the Pull Director.  Only track officials and contestants are allowed on the track during the pull once the pull begins. No helpers or children are allowed in the pull area.
15. No duals or oversized tires permitted. Tractors must be two-wheel drive only. No four-wheel drives.
16.  Rubber tires only. No chains, cleats or tracks allowed.
17.  Suitcase weights are permitted if securely fastened to the tractor. Weights must not extend                          12” beyond the front of the tractor and rear weights may not extend beyond the rear tire more than        4”. No weights are allowed on the tractor hood.
 18. The tractor drawbar must not exceed a maximum height of 13” above the ground and must not extend more than 5” behind the rear tires. The hook must float freely in the hitch. All hitches must be rigid.
 19.  Wheelie bars must be installed on all garden tractors.  The wheelie bars must be constructed of materials that are strong enough to support the weight of the tractor and driver when the rear wheels are lifted off of the ground. The wheelie bar pads/wheels must extend at least 2” beyond the circumference of the rear wheels. The distance between the wheelie bars must be the same as the width of the garden tractor frame.
20.  A tractor may be entered into 3 different weight classes with the same driver; a hook fee must be paid for each weight class. A tractor may be used by more than one driver; each driver must weigh and register the tractor.
21. Drivers are required to wear close-toe shoes and long pants.
22.  If the weight of the tractor and the driver combined exceed the desired weight class, they must register for the next heavier weight class or remove weights to qualify for the desired class
23. The first puller in each weight class is the test puller. The test puller has a choice of a repull immediately following his/ her pull but must accept the second distance. A repull  may be necessary to adjust or rest the sled and is at  the discretion of the Pull Director.
24.  When hitching or unhitching from the sled, the operators’ arms must be extended outward and off the controls, the gearshift in neutral.
25.  Tractors drawbar cannot exceed a maximum height of 13” from the ground and must be horizontal to the ground. The drawbar cannot extend more than 6” behind the rear tires.
26.  The hitch must have a 1” hole or allow a ¾” drawbar pin to fit and accept a twisted. The clevis. The  hook must move freely in the hitch (Note: The height of the clevis type hitches will be measured at the point at which the clevis attaches to the tractor. Nothing may touch the hookup chain, and all hitches must be rigid.
27.  Rear wheelie bars are required for all garden tractors. The wheelie bars must be able to support the weight of the tractor and driver. It is recommended that wheelie bars be adjustable so the tractor can be easily driven onto and off of the scale.
28.  The driver that weighs in on the tractor must drive the tractor in the pull. After the tractor has been weighed and the drawbar height checked, no alterations of any kind will be allowed prior to the pull. No changes in tire pressure are allowed after the tractor has been weighed.
29.  Tractors must be operated in a safe manner at all times and are not to exceed 5 MPH on the on the grounds. No riders, no fast starts and no standing while driving. The pull committee has the right to disqualify and remove the keys from any operator acting in an unsafe manner.
30.  Drivers are only  allowed to stop to shift gears within the first 20 feet. If thy do decide to shift gears they must return to the starting point.  Hydrostatic transmissions are allowed if it is stock from the manufacturer. 
31.  If anything falls from the tractor while hooked to the sled, the pull is disqualified.
32. The flag person(s) is in charge of the track. At the start of the pull, a green flag will be displayed when the sled operator is ready, and the operator may proceed down the track upon the track officials signal. A red flag will be displayed when the driver must immediately stop. The pull is over when forward movement stops, the engine stalls or an unsafe condition exists.
33.  Tractors maybe checked, weighed or drawbars measured immediately after the pull by the pull by the track officials.  Anything found to be out of compliance at that time will disqualify that pull.


STOCK GARDEN TRACTORS
1. Garden tractors may be of any age but must be in safe operating condition with a working brakes. They must have a stock wheelbase for the make and model.  The driver’s seat, standing platform and drawbar assemblies must pass a safety inspection. The mower deck must be removed.  “Deadman” throttles are highly encouraged but not required. Maximum free engine RPM is 4000.
2. 2 .The contest is open to any type of lawn mower/tractor with a gasoline or diesel engine. No LPG(propane) or alcohol fuels are permitted
3. Adult modified class garden tractors must have stock frame length, kill switch, wheelie bars, helmet, and approval by the pull committee. No snowmobile or motorcycle engines are allowed. Adult drivers only.
4. Tire size must not exceed 26” X 12”-12”, cut tires and pulling tires are OK.
5. [bookmark: _Hlk195533457]Tractors must not exceed 96” in length including the front weights and rear stabilizer bars.
6. No more than two-cylinder gasoline or three-cylinder diesel engine from any lawnmower or garden tractor. The intended manufacturer replacement engine is okay, no larger than 1000 cc’s.
7. Maximum free engine speed of 5000 RPM’s
8. Clutch assemblies must be covered  180 degrees on the top side.
9. Steel flywheels are allowed. Flywheel side shields recommended, 14-gauge steel
10. Engine safety shields recommended made from a minimum of 14-gauge steel, 1/8” is preferred.
11. Break away switch is optional but highly recommended.
12. Deadman throttle is required. The throttle must return to the idle position or closed position when released.
13. Gasoline or diesel fuel only in this class.
14. No Professional pulling tires are allowed in this class.
MODIFIED GARDEN TRACTORS
1. Adult modified class garden tractors must have stock frame length, kill switch, wheelie bars, helmet, and approval by the pull committee. No snowmobile or motorcycle engines are allowed. Adult drivers only.
2. Tire size not to exceed 26” X 12”-12, cut tires and pulling tires are okay.
3. Tractors must not exceed 96” in length including the front weights and rear stabilizer bars.
4. A 2 ½ LBS. dry chemical fire extinguisher is required to be on board the tractor.
5. A helmet is required.
6. No more than two-cylinder gasoline or three-cylinder diesel engine from any lawnmower or garden tractor. The intended manufacturer replacement engine is okay, no larger than 1200 cc’s.
7. Deadman throttle is required. The throttle must return to the idle position or closed position when released.
8. Gasoline, diesel, or alcohol is allowed in this class.
9. If running Alcohol, the driver must wear a SFI class 1 jacket, pants, head sock, and helmet.
10. Breakaway switch is required.
11. Clutch assemblies must be covered  180 degrees on the top side.
12. Steel flywheels are allowed. Flywheel side shields recommended, 14-gauge steel
13. Maximum width of the tractor is 48”
14. Professional pulling tires are allowed in this class.










Stabilizer Bars:   All tractors must be equipped with wheelie bars to prevent turnovers.  The point of contact should be no more than 5"  from the ground and no less than 5" behind the rear 
most of the tractor tire.  Skid plates are to be at least 3"  x 3" at the ground contact point.  
Wheels shall be at least 1" wide and 4" in diameter.  Stabilizer bars must be  strong enough to
 support the weight of the tractor with the operator. 
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